FLOS
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C-Me Square 40 Opal
Designed by FLOS Outdoor, 2008

LED source included. 24V dc remote electric power supply to be ordered separately.
Requires a junction box to be ordered separately. The luminaire is equipped with a
protruding, neoprene, 200 mm cable and a wiring kit with crimp connectors and
adhesive heat-shrink tubing guaranteeing the water tightness of the connection.

Glass with opal diffuser. Adjustable light intensity.
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract

or warranty in any way


https://professional.flos.com/en/global/product/c-me-square-40-opal-fa100181124/
https://professional.flos.com/en/global/
mailto:flos.outdoor@flos.com
https://professional.flos.com/en/global/book-an-appointment/
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/BBEBECE1AF45B53498989471B140C4FF/C-ME_4-2024.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/901E51DFC7759A44D8F7CB64E1C7C968/FA100181124.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/11BD1DCAA376F0ED58CD6DA85832BC28/2D%20C-Me%2040%20Square%20Opal.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/11BD1DCAA376F0ED58CD6DA85832BC28/2D%20C-Me%2040%20Square%20Opal.zip

Schematic light drawing

Beam Angle: 108°
h(m)  E(x) D(m)
1 8 277
2 2 555
3 1832
4 1.11.10
5 0 13.87
Luminous flux luminaire
221m
Photometric Electrical
Symmetric Il
2700 50/60
80 24
110 Remote excluded
110 Yes
Non Dimmable,
No Dimmable 1-10V,
Dimmable DALI 1
Remote Dimmable
(Dimmer Not
Included)
No
Notes

Please check with your referent person in our Front Office if a code modification is
needed to meet the required certification compliance'
Dimmable version on request
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Accessories & Power Supply

REQUIRED
Power supply

Power supply 24Vdc 20W / 220-
240V IP67 Class Il selv. Non
Dimmable

REQUIRED
Power supply

Power supply 24V 10W / 110-
240V IP67 Class Il selv._Non
Dimmable

REQUIRED
Power supply

Power Supply dual function C.V.
Vout 24Vdc 8W, Vin 220+240V

REQUIRED
Power supply

Power supply 17W/110+240V
-24Vdc (15W@110V) IP67 Class I

REQUIRED
Power supply

Power supply 24V 10W /110-240V
IP20 Class Il selv. Non Dimmable

REQUIRED
Power supply

Power supply 24Vdc 35W /120-
270V IP67 Class Il selv.

REQUIRED
Power supply

Power supply 24vdc 17W / 110-
240V (15W@110V) IP20 Class Il
selv. Dimmable Push-Dimm Or
1.10V

REQUIRED
Accessory

Box for Installation C-Me Square
40

C.C. lout 350mA: 8W, Vin Selv. Dimmable Push-Dimm Or
220+240V IP 65 Class Il Selv. NON 1.10V
Dimmable
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REQUIRED
Power supply

Power supply 24Vdc 70W / 220-
240V IP67 Class | selv. Non
Dimmable

REQUIRED

Power Supply dual function C.V.
Vout 24Vdc 8W, Vin 220+240V
C.C. lout 350mA: 8W, Vin
220+240V IP 20 Class Il Selv. NON

REQUIRED
Power supply

Power supply 24Vdc 50W / 220-
240V IP67 Class | selv. Non
Dimmable

OPTIONAL
Accessory

2 way terminal block 2 poles IP68
H20 stop. (@4+6,9mm cable)

Dimmable
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